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Verwendete Meßgeräte/Prüfmittel/Equipmentlist 

 
Prüfmittel/Equipment 

Gerätenummer/ 
Ident.-Nummer 

Barcode-Nummer 
Equipment number 

nächste 
Kalibrierung/ 
Überwachung 

next calibration/ 
surveillance 

Ruler (1m) / Tape 1.193U 2014-12-20 

Digital caliper (200mm) 1.193H 2015-03-28 

Electric Balance (0.5g) 1.041E 2013-11-22 

Digital height gauge 1.GZF.0010 2013-12-19 

Door tester 3.070R Initial check only 

   

   

   

   

   

   

   

   

   

 
 

Scope of testing: 

General tests: 
 
The following mechanical tests according to EN 15570: 2008: 

- Durability test 
 
The tests were carried out in indoor ambient conditions at a temperature between 15°C – 25°C. 
Detailed information regarding measurement uncertainty is available in the test lab and could be 
shown on customer request. Deviation report in Simplified Chinese is available on client’s request. 
 
 
General tolerances: 
 
Unless otherwise specified the accuracy of the linear dimension is defined according to DIN 7168-g 
relating to old design and DIN ISO 2768 part 1 „c“ for new design. For all other physical dimen-
sions the uncertainty of measurement shall have an accuracy of < 5 % of the nominal force. The 
tests are performed in common room climate. 
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Test standards for mechanical tests: 

and with respect to the present state of safety engineering following to the German Product Safety 
Act (ProdSG) 
 
 
Dimensions: 
26mm soft closing hinge: 

Height: 53 mm 

Width: 30 mm 

Depth: 75 - 102 mm 

Hinge cup diameter: Ø 26 mm 

 with self-closing mechanism   with damper 

Weight: 75.9 g 

 

Door: 

Height: 500 mm 

Width: 400 mm 

Thickness: 19 mm 

Weight: 2.82 kg 

 
 
Pictures: 

  
Pic. 1: Overview _ hinge    Pic. 2: Overview _ door for test 
  

EN 15570: 2008 Hardware for furniture - Strength and durability of hinges and their 
components - Hinges pivoting on a vertical axis 
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Remark(s): 
 
1. Only durability test was performed per customer’s request. 
2. Information for customers  

To allow the consumer to select a product that will be suitable for the intended use prior to 
purchase, purchase information should be available without the need to open any package.  

This should include: 

- Assembly instructions, where applicable 

- Name, address and identification of the product 

- Product characteristics such as dimensions, storage information, maintenance, care….; 
 
 
Technical tests: 
26mm soft closing hinge Verdict 

Functional tests (according to Cl. 6.3.7 of EN 15570: 2008):   

Durability, 50,000 cycles, with 1 kg loading on each side of the door, totally 2 kg Passed 

 
 

- End of Test Report - 
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