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Liste der verwendeten Prüfmittel 
List of used test equipment 

Rev.:01

Prüfmittel 
Test equipment 

Prüfmittel-Nr. / ID-Nr. 
Equipment No. / ID-No. 

Nächste Kalibrierung 
Next calibration 

Ruler (1m) / Tape 1.193U 2014-12-20 

Digital caliper (200mm) 1.193H 2015-03-28 

Electric Balance (0.5g) 1.041E 2013-11-22 

Digital height gauge 1.GZF.0010 2013-12-19 

Stopwatch 1.GZF.0001 2014-08-16 

Digital force gauge (200N) 1.193A 2014-03-28 

Door tester 3.070R Initial check only 

Electric Balance (20g) 1.193P 2014-03-28 

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   



 
Produkte 
Products 

 

 
 

 

Prüfbericht-Nr.:   174013011/GZF/01-01  
Test Report No.: 

 

Seite 3 von 4 
Page 3 of 4 

Produktbeschreibung 
Product description 

Rev.:01

1 Produktdetails 
Product details 

See page 4 

2 Maße / Gewicht 
Dimensions / Weight  

See page 4 

3 Bedienelemente 
Operating elements 

See page 4 

4 Ausstattung / Zubehör 
Equipment / Accessories 

N/A 

5 Verwendete Materialien 
Used materials 

N/A 

6 Sonstiges 
Other 

N/A 

Pic. 1: Overview _ hinge Pic. 2: Overview _ door for test 
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Absatz EN 15570: 2008 Messergebnisse - Bemerkungen Bewertung 

Clause Anforderungen - Prüfungen / Requirements - Tests Measuring results - Remarks Evaluation 

Rev.:01

6.3 Functional tests (refer to Note #1) / 

6.3.1 General  / 

6.3.2 Operating forces  / 

6.3.2.1 General  P 

6.3.2.2 Closing force, hinges with self-closing mechanisms  P 

6.3.2.3 Opening and closing forces  P 

6.3.3 1
st
 vertical static load test  P 

6.3.4 1
st
 horizontal static load  P 

6.3.5 Slam shut  P 

6.3.6 Determination of referent point for the door sagging  / 

6.3.7 Durability  P 

6.3.8 Deflection (sagging) test (6.3.6) (refer to Note #2) P 

6.3.9 2
nd

 vertical static load  P 

6.3.10 2
nd

 horizontal static load  P 

 

Note: 

#1. Only test items of cl. 6.3 functional tests were performed per customer’s request. 

#2. The deflection (sagging) value after durability test is: 0.49 mm (requirement limit: � 3.0 mm). 

 

Dimensions: 

Hinge    Door   

Height: 62.5 mm  Height: 602 mm 

Width: 33.0 – 36.8 mm  Width: 701 mm 

Depth: 78.8 – 112.4 mm  Depth: 19 mm 

Hinge cup diameter Ø 36.0 mm  Weight: 5.4 kg 

Weight: 96.2 g     

 with self-closing mechanism  with damper 

 

Remark : 

• Clause(s) with the symbol “ / ” in the result refers to the result(s) of its sub-clause(s). 

• This test report does not give evidence of the compliance of relevant standard(s) by the submitted 
sample but only the requested test(s).  

• Detailed information regarding measurement uncertainty is available in the test laboratory(s) and could 
be shown on client request. Deviation report in Simplified Chinese is available on client’s request.  

 

*** End of test report *** 
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